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DA300
Versatile
The electromechanical operator DA 300 is
whisper-quiet.With a noise level of 15 – 33 dB it is
virtually inaudible. It is thus ideally suitable for use
in sophisticated residential and commercial
buildings as well as in hospitals and retirement
homes. With its slim design and height of only 
68 mm, it enhances the overall appearance 
of the door.

Simple mounting
Mounting is quick and simple and the numerous
functions are easy to set. Thanks to its compact
design, it is also suitable for mounting on the
door leaf.

Standard functions
Program switch: Off, permanently open 

and automatic

Position sensor / security sensor
The sensor monitors the position of the door. If
resistance is detected,the door operator stops and
reverts the previous position. The end positions are
also monitored and generate the actuation impulses
for the locking elements, e.g. themotor lock 509X or
electric strikes.

Performance features DA300

Max.wing weight, pushing force 60 kg

Max.wing weight, pulling force 40 kg

Max.wing width, pushing force 1000 mm

Max.wing width, pulling force 1000 mm

Actuation delay 0 to 5 sec

Settable hold-open time 0 to 60 sec

Door opening angle Max.110°

Weight of operator 3.1 kg

NOTE:
The model Series DA300 is suitable for inside
doors that will not comply with smoke and fire
detection requirements.

Supply and install package available.
Please refer to price list.

All ancillaries for this product are available. Please refer to page 60.

OCSE

Internal Electromagnetic Door Operator

Supply only or supply & install
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Internal & External
In Ground Automatic Operator
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Supply only or supply & install
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Product Heading

Push Plate

PBSP 120 x 120 x 16mm

Push Plate

Eagle One Uni-Directional 
Motion Sensor 4mm

Eye-Tech 340 Safety

Eagle Two Bi-Directional 
Motion Sensor 4mm

Eye-Tech 900 Safety

Power Transfer Loop

PBRH 152mm Ø x 16mm

Magic Switch

PBJ 120 x 138 x 16mm BEA.MAGIC 84 x 84 x 13mm

Break Glass Unit

Push Plate

Control Devices
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DA500
Powerful
The electrohydraulic model Series DA500 was
specially developed for highly frequented single and
double leaf doors. It ensures reliable, extremely
quiet and simply entry. The door can also be kept
permanently open. The swing door operator can be
combined with sensor strips, electrical door strikes
and external control modules.

Performance features

• Electrohydraulic swing door operator

• Settable closing force

• Settable opening and closing speed

• Settable low speed opening / closing

• Settable stop

Performance features DA500

Max.wing weight, pushing force 250 kg

Max.wing weight, pulling force 100 kg

Max.wing width, pushing force 1600 mm

Max.wing width, pulling force 1400 mm

Closing force EN 3-6

Actuation delay 0 to 5 sec

Adjustable hold-open time 0 to 60 sec

Door opening angle Max.120°

Weight of operator 11.5 kg

Supply and install package available.
Please refer to price list.

All ancillaries for this product are available. Please refer to page 60.

OCSE

Internal & External
Electromagnetic Door Operator

Supply only or supply & install

B


